
 

 

 

 

  
pour l’inspection et le lavage des embarcations motorisées 

 

 

 

 

- Coque 

- Parois 

- Plancher  

- Échelles 

- Lumières 

- Antennes 

- Sonde de profondeur 

- Viviers 

- Ballast  

- Prises d’eau  

- Moteur : pied, hélices, fixations, etc. 

 

Embarcation 

 

- Châssis et espaces creux 

- Rouleaux et support à bateau 

- Essieux 

- Ressorts 

- Ailes 

- Lumières 

- Plaque d’immatriculation et support  

- Câbles 

- Roues et pneus 

Remorque 

 

- Équipement de pêche 

- Filet  

- Ancres 

- Corde 

- Bouées 

- Moteur électrique 

- Vestes de sauvetage 

- Skis nautiques et autres 

Équipement 
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Un lavage à haute pression à l’eau froide est suffisant, s’il est fait par une personne qualifiée et après une inspection rigoureuse 



 

 

 

For boat inspection and cleaning 

 

- Entire hull 

- Floor 

- Transom wall 

- Ballast tanks 

- Ropes and lines 

- Lights 

- Depth sounders 

- Thru-hull fittings 

- Depth transducers 

- Water intakes and outlets  

 

Boat 

 

- Entire exterior housing 

- Propeller 

- Propeller shaft 

- Propeller guards 

- Propulsion units 

- Water intakes and outlets 

Motor 

 

- Trailer frame 

- Axles 

- License plate and holders 

- Lights and wiring 

- Trailer tires and wheels 

- Rollers and bunks 

- Wiring 

- Springs 

- Pockets and hollow spaces 

Trailer 

 

- Fishing nets and other fishing equipment 

- Ropes 

- Life jackets 

- Trolling motors 

- Anchors 

- Water skis and others 

Boat Equipment 

and Contents 
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A high pressure washing in cold water is sufficient, if done by a qualified person and after a rigorous inspection 
 


